
Diameter 
(mm)

Wheel 
Type

Bearing
Type

Height 
(mm)

Load 
Capacity (kg)

Wheel 
Code

Rigid  
Code

Swivel  
Code

150 SG Iron Plain 194 500/400 SG608 R6011 S6010

150 Rubber Ci Roller 194 225/200 RT6647 R6015 S6014

150 Poly Ci Roller 194 250/200 PU614 S6013 S6012

Diameter 
(mm)

Swivel
Swivel, 
brake

Swivel, lock 
& brake

Rigid
Wheel 
Type

Bearing
Set 

Code

150 2 - - 2 SG Iron Plain WASTESETT

150 2 - - 2 Rubber Ci Roller WASTESETT-2

150 4 - - - SG Iron Plain WASTESETT-3

150 2 - - 2 Poly Ci Roller WASTESETT-5

150 - - 2 2 Poly Ci Roller WASTESETT-7

150 1 - 1 2 SG Iron Plain WASTESETT-8

150 - 2 - 2 SG Iron Plain WASTESETT-9

150 - 2 - 2 Poly Ci Roller WASTESETT-10

150 4 - - - Poly Ci Roller WASTESETT-12

150 - - 2 2 Rubber Ci Roller WASTESETT-13

BRAKE OPTIONS:  B = Wheel Brake Only  SLB = Brakes Wheel & Swivel Rotating Simultaneously 
To order castors with Brake or Swivel Lock & Brake add B or SLB to end of swivel code e.g. S6010SLB.

Richmond can supply waste bin castors in sets, comprising of 2 x swivel castors and 2 x rigid castors, as well as brake options.

Complete Waste Sets

Castors – Specifications & Fittings

1300 474 246    sales@richmondau.com  www.richmondau.com
FOR MORE INFORMATION CONTACT OUR STAFF

S6012

WASTESETT-8
This set comes with 2 x R6011 Rigid 

Castors, 1 x S6010 Swivel Castor, and 
1 x S6010SLB Brake Castor

UP TO
500KG

WASTE BIN
CASTORS & SETS
Available with SG Iron, Rubber Tyred, and Poly on Cast 
Iron wheels. Richmond’s Waste Bin Castors boast load 
capacities of up to 500kgs per castor (up to 2000kgs per 
set) and are built to withstand even the toughest conditions.

Ideal for use in waste management applications these castors 
feature a precision machined ball race and a high tensile steel 
kingpin to help withstand any high impact loads.

S6012B

BASEPLATE
SUITS 10MM 

BOLT

Baseplate 
dimensions 
& drilling 
patterns for 
Waste Bin 
castors

SG Iron Rubber Tyred Cast 
Iron Centred

Polyurethane Tyred 
Cast Iron Centred


